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Standard ambient operating
temperature range 60o F to 120o F.
For non-standard temperature ranges,
consult factory for design options.
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D
MINIMUM
BOOTH
HEIGHT

C
OVERALL

LIFT
HEIGHT

A
RAISED
FLOOR
HEIGHT

42" HIGH
GUARDRAIL

SELF-CLOSING
HINGED GATE

BOOTH CEILING

STEP

3’-0"
RETRACTED

2" 0"6 1/4"

Y-AXIS

9’-7"
FULLY EXTENDED POSITION

Z-AXIS

1 1/2" CLEARANCE
BETWEEN LIFT AND
BOOTH WALL

LC

LC

B

Made in USA

Recommended that
festooning hose be
kept a minimum of
7' above floor level.
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48"

55" O.D. WITH STEPS

X-AXIS

B
UPPER

RAIL
MOUNTING

HEIGHT
+ 1/4"

- 0"

25"
LOWERED

FLOOR
HEIGHT

TOP OF LOWER
RAIL (2" x 2" TUBE)

CL

W6x15# UPPER RAIL

MAIN AIR SUPPLY:
CUSTOMER TO SUPPLY
PLUMBING TO THIS
POINT

Y
Axis

Z
Axis

E-Stop

E-Down

Front Control Panel

X
Axis


